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Introduction

This document provides information for using JPOS Service Object (SO) for Mini MSR readers.  

System Requirements: 
This JPOS Service Object is for Windows 98, Windows 2000 and Windows XP.

Reference Document: 
1. Unified POS Retail Peripheral Architecture Version 1.9 RC1 December 1, 2004 
2. International Standard for Implementation of Point Of Service Peripherals

Environment Build

Install Sun JRE 1.4, 1.5 or JDK 5.0, IBM JRE 1.4:
Download the newest JRE 1.5 installation package from: http://java.sun.com/j2se/1.5.0/download.jsp, then click: Download JDK 5.0 Update  and select a proper platform JDK version to download. Install the package and make sure the "java" command functions properly. There may be a need to add the JRE bin directory into the system environments variables by following steps: 
For Microsft Windows 2000/XP


1. right click "My Computer" in the desktop


2. select the "properties" menu item


3. select "Advanced" tab


4. click button "Environment Variables"


5. select "Path" and insert the JRE bin directory.

For MS Window 98

Add a line into to "Autoexec.bat" in the system directory:


PATH=%PATH%;JRE or JDK Bin Dir

Then reboot the system.

When Java is working, following can be observed:


[image: image1.png]>java
Usage: java [-options] class [args...1
Cto execute a classd
or java [-options] —jar jarfile [args
C(to execute a jar file)

uhere options include:
—client

~hotspot is a synonyn for the “client” UM [deprecated]
The default UM is client.

-cp <class search path of directories and zip/jar files>





Enter DOS command shell, and enter java. It shows information about how to use.
FILELISTS:

jmsrso.jar - JPOS device service control for Mini MSR II
jpos.xml
- jpos configure file

jpos.properties - jpos configure file, this specifies jpos.xml

com_minimsr_connector_JConnector.dll - 
JNI DLL extension
usbkbConnector.dll - extension DLL
kbhidConn.dll
- wrap DLL to usbhid and kbhid
usbhidConn.dll - extension DLL to access usbhid

UsbkbMMHook.dll - extension DLL
The .DLL should be located in the directory in the PATH environment specified. For example, if the current working directory is included in the PATH variable,
PATH=%PATH%;.\

So, the DLLs can be moved to current directory. 

Device Name: the jpos.xml the JPOS register file, that specifiy the device names.

There are several entries in this file, with entry name:

“defaultMSR”

 “MiniMSR”

“defaultMSR” 

this entry is a copy of one of other entry as the default name for POSTest program.

“MiniMSR”, 
The line: <prop name="connector" type="String" value="kbhid/03f0/1f24/2724"/> specifies the connector driver name, and the configuration value. 03f0 is HP Vendor ID; 1f24 and 2724 are the product IDs. 
jpos/res/jpos.properties
This file specify which configure file is used. By default, it specify the “jpos.xml” as the one.
Add jmsrso.jar to your CLASSPATH or specify it in the javac / java command.


set CLASSPATH=%CLASSPATH%;yourDir\jmsrso.jar

For example: jmsrso.jar is placed in c:\so, 
it should set CLASSPATH=%CLASSPATH%;c:\so\jmsrso.jar
Run POSTest


It's the official recommended JPOS compatible test program. The release version includes the program or it can be gotten from http://sourceforge.net/projects/postest/
1. unzip file "JPOS ServiceControl v01.000.zip" to a directory. Such as 


c:\temp
The Directory is like the following:
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Enter "c:\temp"Postest directory under the DOS command shell
[image: image3.png]£ \tenp>dir
Uolune in drive C is NEW S¥S
Uolune Serial Number is AC64-BEFL

Directory of Gi\temp

03/21,2086 11:86 AN <DIR>
03/21,2086 11:86 AN <DIR>

05/16,2086 11:84 AN <DIR>
05/16,2086 11:84 AN <DIR>
05/16,2086 11:84 AN <DIR>
05/16,2086 11:84 AN <DIR>
8 File(s>
6 Dir(s>  5,738,045,440 hytes free

dest
ext
1ib
POStest
@ hytes





Then enter subdirctory "POStest"
[image: image4.png]£ \tenp>dir
Uolune in drive C is NEW S¥S
Uolune Serial Number is AC64-BEFL

Directory of Gi\temp

03/21,2086 11:86 AN <DIR>
03/21,2086 11:86 AN <DIR> -
05/16,2086 11:84 AN <DIR> dest
05/16,2086 11:84 AN <DIR> ext
05/16,2086 11:84 AN <DIR> 1ib
05/16,2086 11:84 AN <DIR> POStest

8 File(s> 8 bytes

6 Dir(s>  5,738,045,440 hytes free

:\temp>cd postest

s \temp\POStest>





2. To run POSTest just like following:
[image: image5.png]:\temp>cd postest

£ \temp\POStest>dir
Uolune in drive C is NEW S¥S
Uolune Serial Number is AC64-BEFL

Directory of C:\temp\POStest

05/19,2086 08:53 AN <DIR>
05/19,2086 08:53 AN <DIR> -
05/16,2086 11:084 AN 761 jposps2.xnl
05/16,2086 11:084 AN 799 jposserial.xnl
05/16,2086 11:084 AN 774 jposusbhid.xnl
05/16,2086 11:084 AN 723 jposushkb.xnl
05/16,2086 01:38 PH 186 POStest.bat
05/16,2086 11:084 AN 322,874 POStest.jar
05,/16,/2086 an dpos
05,/16,/2086 an 128 vssver.sce
05,/16,2086 an 187 POStest.hat.bak
8 File(s> 326,482 bytes
3 Dir(s)  5,738,045,440 hytes free

: \temp\POStest>postest




Then a POStester program screen is shown.
[image: image6.png]=lox|

File

POSPower | POSPrinter | RemoteOrderDisplay | Scale | Scanner | SignatureCapture | Tonelndicator | Exit |
HardTotals. Keylock LineDisplay | MICR | MotionSensor MSR | PINPad PointCardRW POSKeyhoard
About_|Configured Devices | BumpBar | CashChanger | CashDrawer | CAT | CheckScanner | Coindispenser | FiscalPrinter

POSTest
The JavaPOS Device Tester.
vi.7.2

POStest is a community project under the direction of the JavaPOS working group.
Original code donated by 360 Commerce.

Contributors:

Jeff Lange - Uttimate Technology Corp.
Rory K. Shaw - IBMRaleigh RSS Drivers and Diagnostics








3. Click "MSR" Tab
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The logical name is the entry name in the jpos.xml file. 

4. Click "Open" button, and "Claim", and three “beeps” should sound from the device.
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5. Check choices "Data event enabled", "Device enabled"
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6. Observe the text field and swipe a card.
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7. Click "Release" or "Close" to release or close the JPOS, 

 SHAPE  \* MERGEFORMAT 



8. click "EXIT" to quit the program.

For more detail please check the http://www.javapos.com and the release help files.

A Sample for using MSR JPOS

The following code is the sample: 
[image: image12]

[image: image13]
NOTE: This should be done to make sure the device returns to normal state.





import jpos.*;


import jpos.config.*;


import jpos.config.simple.*;


import jpos.loader.*;


import jpos.loader.simple.*;


import jpos.profile.*;


import jpos.services.*;


import jpos.util.*;


import jpos.util.tracing.*;





public class YourClass{


	


	public static void main(String [] args){


		MSR msr=new MSR(); /*  new an instance */


		


		try{


	  		 msr.open(TestConst.testdevicename);


  		}catch(JposException e){


  			System.err.print(e);


  		}


		/**


			Do something here.


		 */


		try{


		  msr.close();


  		}catch(JposException e){


  			System.err.print(e);


  		}


	}


}
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