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Operating System Environment

System Properties @
5 System Restore | Automatic Updates J Remote \
i General % ComputerName | Hardware | Advanced |
System:
Microsoft Windows XP

Professional

[ 'u | Version 2002
[

Service Pack 3

Registered to:
C — =ra

TRAST CA1.ANAA AT 2P

Computer:
Pt Nual Cors £

-

PR IR S
220 GHz B12 M0 of BAM

o el Al (ko OS,
Phgsioal Addiess Teter ciore

I 0K ][ Cancel ]

Figure 1.
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Display Hardware setting.

DIP switch setting

A. 0 means DIP switch is at OFF position.
1 means DIP switch is at ON position.

B. The DSP840’s DIP switch setting is Automatic command mode, the SW9&10 should be set to

OFF “0” position. See figure 2.

C. You must turn off the DSP840 power supply when you are doing DIP Switch Setting.

Baud rate setting

D. The DSP840’s Baud Rate should be 19200 and parity, Data bit, Stop bit should be N, 8, 1
If you want to set DSP840’s baud rate and parity, data bit, stop bit value, please run DSP840
Utility. See figure 3.

= DSP840 Utility V2.0R0 3
Setting | Main(GIGA) | Adv.(EPSON) | Send by ASCIL
Firmware Version : [ |
Change the DSP Baud-Rate : [19200 v/
Parity,Data bit,Stop bit : —
N8 3
International Code : 0-U.S.4 v/ Set
Save the Current View Message (Layer) : ;1 B IS;KJ
203 45 el 7 8 9 10
Set Cursor Position : 1L £ Set
DIP ON | - ;
Clear Display Range : Form |1 2 To ‘1 & ‘
Display the Saved Demo
e T :
— e
Mode : | Mode 1 (Horizontal Scroll) he
Show Saved Message after Reboot Mode : LStay ] Set
Peripheral Device : [Printer ON v [ Set l
Get/Send Message:

Status:  |Set BaudRate AND Parity SUCCESS

=
&

Figure 2. DIP Switch is auto.
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Installation software File

® DSP840_OPOS_Setup.exe
A. Double Click DSP840_OPOS_Setup.exe, see Figure 4 ~ 7.

InstallShield Wizard % DS!’B40 OPOSLineDisplay - InstallShield Wizard

Preparing to Install...

DSP840 OPOSLineDisplay Setup is preparing the.
InstaliShield Wizard, which will quide you through the
program setup process. Please wait.

Extracting: DSP840 OPOSLineDisplay.msi

(WNNN ]

Cancel

Welcome to the InstallShield Wizard for
DSP840 OPOSLineDisplay

The InstallShield(R) Wizard will install DSP840 OPOSLineDisplay
on your computer. To continue, click Next.

WARNING: This program is protected by copyright law and
international treaties,

< Back [ oNext> | [ Cancel

Figure 4.

5 DSPB40 OPOSLineDisplay - InstallShield Wizard

Customer Information

Please enter your information.

User Name:
IUserName

QOrganization:

lOrganization[

Cancel

[ <Back || Mext> J[

J

Figure 5.

InstaliShield Wizard Completed

~ The InstallShield Wizard has successfully installed DSP840
OPOSLineDisplay. Click Finish to exit the wizard.

[ Show the Windows Installer log

Cancel

Figure 6.
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Software Manual

A. To run DSP840 OPOSLineDisplay, see figure 8.
o ) i ;

@ Set Program Access and Defaults
®5 windows Catalog
% windows Update
p VG laalliliadl @) Accessories >
‘ ) Games >
. i >
@ Internet @ startup
< Internet Explorer @& Internet Explorer
@ E-mail w msn
K .
QI EES [5) Outlook Express
___ Remote Assistance
B MNotepad g
& windows Media Player
w Paint 23 windows Messenger

@) windows Movie Maker
@ MNotepad++ >

I Microsoft .NET Framework SDK v2.0  »

e Windows Media Plavll @ ‘Microseft Sal Server 2005 >
( I Microsoft visual Studio 2005 >
iy I Microsoft SQL Server 2008 >
. @ Tour Windows xp || [F3) Microsoft Dynamics POS 2009 »

all Programs GIGH ] = OPOSLineDisplayRegister

== OPOSLineDisplayTest
Computer

y untitled - Paint % Add or Re Progr. ..

Figure 8.start menu = point to All Programs - point to OPOSLineDisplay Register or Test.
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OPOSLineDisplay Register of Demo Software

A.  Start menu, point to All programs, point to GIGA-TMS, point to OPOSL.ineDisplayRegister and click. see
figure 8.
B. The OPOSLineDisplayRegister is a opos register tool.
the “Control Object” must be selected. See figure 9.
D. Select a DSP840 from device mode name list (left list). See figure 9.
% OPOS POSLineDisplay Register (%]
Control Object
Service Object
DSP340
DSP230_MultiNational
DSP&30_Chinese Reg >
Exit
Figure 9.
D. Pressthe “Reg - >” button , show the OPOS Line Display Setting window. See figure 10.
% OPOS LineDisplay Setting %]
‘ Mode Name:
Device Name: My_DSP840] ’ i
\D5P340 |
Port: | COM3 v|  Debug [Fage |
[ Reset J [ Default J [ Check Health J
[ oK l [ Cancel l
Figure 10.
E.  The device name can modify. See figure 10.
F.  Select a com port used to connect the device to the computer. See figure 10.
G. If press the “Reset” button, the device name and port will return to the original storage value. See figurel0.
H.  If press the “Default” button, the device name and port will return to default value. See figure 10.
1. Press the “Check Health” button, check the device and computer’s connection health status. See figure 10.
1. When connection is health the SUCCESS message dialog will be display. See figure 11.
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CheckHealth

. i ) TEST kcoma| success., » The COM port is health.

Figure 11.

2. When connection is failure the ERR message dialog will be display. See figure 12.

RegCheckHealth @

'E ERRITIMEOUT >  This is Error message
.

Example:

Figure 12.

Press “Cancel” button, cancel the device register. See figure 10.
Press “OK” button, the device register is completed. See figure 10.

The Debug value is false, unless you have a good reason to change it. See figure 10.

T rxe«

When the device already registered completed .You could also double click device name from device name
list (right list), then modify device register relatively parameter. See figure 13.

N.  Press “Exit” button, close “OPOSL.ineDisplayRegister”. See figure 13.

T OPOS POSLineDisplay Register

Control Object

Service Object

[DSP340 My DSPS40

DSPE30_MultiNational
DSPS30_Chinese Rl

[ Esit |

Figure 13.
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OPOS LindDisplayTesterSample of Demo Software

A. Start menu, point to All programs, point to GIGA-TMS, point to OPOSLineDisplayTest and click.

B. Select a Device Name.

‘L' OPOS LineDisplay Test X

Device Mame:

Open

Exit
Figure 14,
C. Start Test.
stepl. Press “Open” button, Open Control Object.
step2. Press “Claim” button, Exclusive access to device.
step3. Press “DeviceEnabled(True)” button, Device will be put into operational state.
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Result Messaae /

‘L' OPOS LineDisplay Test 3

Device Mame:
My_DSP340 -

Open

Clairn

DeviceEnabled [True)

Dizplay Text

Digzplay Text At

Attibute . [0DISP_DT_NORMAL |

Fow: 1 Cal: 5

Text: |HeII|:| aPas.

[EinaryCorverion ;
DOPOS_BC_MOME  =| G| 5

Blink Fiate: | 1000 G &

Scroll Text |
Direction : |1 DISP_ST_UP j
Units : IIJ—
Send by ASCI
Clear Text

|I:I|:u:|35 LCCess

DeviceE nabled [Falze]
Release

Cloze

E st

Figure 15.

D. Operation “POSLineDisplayTest”

®  Press “Display Text” button, Transmit the current Text message to display.

®  Press “Display Text At” button, Transmit the current Text message to Row and Col position in

display.

®  Press “Clear Text” button, Clear specific display area.

E. DirectlO for Specific Device.

2010/MAY/27
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i Send by ASCII

EBX]

Directl0
¢ Command " Shing attribute : | J
BinamCarmsernian ; | J
Character View: Hexadecimal ﬂ
1] 10 | 20 | 30 | 40 | BO | GO | 70 | 80 | 90 | A0 | BO | CO DO | EOD | FO
1 11 21 A4 B BT A a1 91 | A1 | B1 0 C1 0 D1 | ET | F1
2 12 | 22 | 32 | 42 | B2 | B2 | V2| 82 | 92 | A2 | B2 | C2 | D2 | EZ2 | F2
3 13 | 23 33| 43 | B3 | B3 | 73| 83 | 93 | A3 | B3 | C3 D3 | E3 | F3
4 14 | 24 ) 34 | 44 | B4 | B4 | 74 | 84 | 94 | Ad | B4 | C4 D4 | E4 | F4
] 15 | 25 35 | 45 | B | BE | 75 | 85 | 95 | AR | BR | Ch | D& | ER | F&
B 16 | 26 | 36 | 46 | BE | BE | 76 | 85 | 95 | A6 | BE | Ck | D& | EE | FB
7 17 | 27 | 37 | 47 | &7 | BF | FF | 8F | 97 | AY | BY | CF | DY | EF | FY
a 18 | 28 38 | 483 | B8  BSB | 78 | 83 | 93 | A8 | BB | CB DB | EB | FB
| 19 | 29 29 43 | B9 B9 | 79| 83 | 93 | A9 B9 | C9 D9 E9 | F9
A 14 | 24 0 3A | 4A | BA ) BA | YA | BA | 94 AA ) BA | CA | DA EA | FA
B 1B | 2B | 3B | 4B | 5B | BB | 7B | 88 | 98 | AB | BB | CE A DB | EB | FB
C 1C | 2C | 3C | 4C | BC | BC | 7C | 8BC | 9C | AC | BC | CC | DC | EC | FC
] 0 | 20 | 30 4D | BD | BD | YD 8D | 90 | AD | BD | CD | DD | ED | FD
E 1E | 2E | 3E | 4E | BE | BE | PE | 8E | 9 | AE | BE | CE | DE | EE | FE
F 1F | 2F | 3F | 4F | BF | BF | 7F | 8F | 9F | AF | BF | CF | DF | EF | FF
Figure 16.

® |f you choice Command option box, input decimal numbers not be save to current window buffer.

® If you choice String option box, input decimal numbers will be save to current window buffer in

cursorRow and cursorColumns position.

F.  Close Test.
stepl.
step2.
step3.

2010/MAY/27
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Press “DeviceDisabled(False)” button, Device will be put into non- operational state.
Press “Release” button, Release the device to share it with another device control object.

Press “Close” button, if application finishes using the device, it should call the close.
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Test MSPOSO09 and DSP840 OPQOS driver.

Please first install the dsp840 OPOS driver.

L .Microsoft Dynamics pos 2009

Microsoft Dynamics POS 2009

The devices listed below have been installed or removed
from this computer. Note: "Keyboard" devices appear in the
list regardless of whether they have been installed or not.

E DSP840 {new)

¥ UsB Keyboard MSR. (new)
5;@ Wedge Keyboard MSR {new)
@ pad1000 {new)

3 Microsoft ¥PS Document Writer (new)

‘;f ‘Wedge Keyboard Scanner (new)

Figure 17. run MSPOSO09.

ster Properties

Reagister number: l 1 ‘

i |

[ Full sounds

FRegister description:

Audio settings:

Devices on this register

The list of selected devices shows the devices currently in use on this register. Use the arow
buttons to move devices from one list to the other.

Available devices: Selected devices:

-73‘ USBE Keyboard MSR {new) S g DSP340 {new)
;@ Wedge Keyboard MSR (new)

pad1000 {new)

ﬁ Microsoft XPS Document Writer (new)

w Wedge Keyboard Scanner {new)

|~
v

Propert

8S0
Journal

Save electronic copies of receipts

Joumaled receipt format: 40 Column Receipt Format v \

L OK ] [ Cancel ]

Figure 18. select DSP840( or your device name)device.
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&2 Microsoft Dynamics POS 2009

2| | =
£z | Manager Tasks
',: Iltems by Description
{@ Customers by Name 3'1 Tuesday, May 25, 2010 l Sales Transaction 7}
. ) o || Ref. No.: Comment:
4 Discount ltem 3 = = - -
Item No. ‘Descnphon \ Quantity Prlee|TaxabIei Extended Price
S . . cul
42 Discount Transaction ,;
o cul
534 No Sale 5
- cul
‘y Enter/Exit Return Mode ;,5
: Cud
?yc_: Cancel Transaction ;f
2o Cl
gf Open{Close 8
cl
§§ Drop/Payout 9
) cl
Y )
[X| Customer =
PALLES
T (S - I - —
_— s @ Al e <l | Al
' lems F2 | Customer F3 Transaction F5 | Tasks F6  Tools F7
= Register 1 - zora chen OnHold: 0 ' Tuesday, May 25, 2010 2:02 PM

Figure 19. Enter MSPOSQ9 Screen.
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Figure 20. Device Screen after enter MSPOS09.
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£2 Microsoft Dynamics POS 2009

| p
2|
=z5, | Payment
| [cash 52(
-
Check Tuesday, May 25, 2010 ‘ Sales Transaction v l
Ref. No.: Comment:
VISA ‘
Item No. | Description \ Quantiy‘ Price! Taxab._| Extended Price
MasterCard

Total due: $0.00

Total paid:

Balance:

g OK || Cancel
[Fn] | : I 2 [ == |
& s & L ‘ s
F* F& Tools F7 ‘ Return F8 Total F12

‘ ltem F2 Customer F3 || Tranzaction F5 Tasks
| I

OnHold: 0 Tuesday, May 25,2010 2:04 PM

Register 1-zora chen

Figure 21.Input cash value.

@TOTAL

1 !
A A -
) {

Figure 22. Device screen after press “Total F12  button.
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Figure 23. Device screen after press OK button.

Post Transaction @

Status:

Transaction completed.

Change:

Cash

Figure 24. MSPOS09 show dialog after press OK button.
The Device screen is the same figure 20.

OREGISTER CLOSED

-

Figure 25. Device screen after close MSPOSO09.
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