easyset EasySet OPOS Installation Guide

POS SYSTEM

1. Installation
Search EasySet OPOS driver file in CD and
install the driver.

Complete the installation of OPOS driver.

Run [Start] — [Program] - [EazySet] -
[OPOS] - Execute EazySet_OPOS prgram.

2. Setting

= EasySet OPOS SETUP Ver 2.1 QE.@

POSPrinter

Q CashDrawer

DeviceClass :

Device Name :

Device Description :

ADK Version :
PORT :
Add Mew Device | LD | J
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Port Range NImage ‘ Exi ‘

- Add your requested printer with “Add New Device” clicking.




~ EasySet OPOS SETUP Ver 2.1

DeviceClass :

Device Name :

Add New Device

Select Device Name ©  |ECP-500A3 j

Select Device Type :

Cancel | Add |
Add MNew Device | Rename Key | LDM | =
Remove Device | Device Setup | Add Mew LDM | Rename LOMN | Rermove LDMN |
Fort Range NMImage | Ext |

Select device name and type and click "Add".

[Select Device Type : Selectable among Serial, Parallel and USB]

= EasySet OPOS SETUP Ver 2.1

DeviceClass :
POSPrinter

EQ POSFrinter

Q CashDrawear Device Name :
ECP-500A9S

Device Description :
Thermal POS Printer

ADK Version :
POSBANK Thermal1.0.0

PORT:
com1

Eename Key

LDN:  |units ~|

Add Mew LDNl Rename LDM | Remove LDMN |

Add Mew Device

Device Setup
———

Remove Device
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Choose added printer and enter "Device Setup”.




~ EasySet OPOS SETUP ¥Yer 2.1

ECP-50049S Printer Settings

ECP_500A9S Pot:[comt ]
BitLength:[Bbit ]
InputBuf: IW StopBit : lﬁ
CutputBuf: IW BaudRate : IW,

Input Sleep Time |—1D meec Parity : lm .0.0
OutputInterval Time: [ 1000 msec | Handshake:[DTRIDSR |

CashDrawer Settings

— Device Mame

Pulse OM Time Pulse OFF Time

Open Level:ﬁ Fin Nu:ﬁ
:I :I— -
’WI e | L LON | Remoye LDM |

‘ EoRREREE | ‘ MVImage | Exit

Put port details in the setting page and press [OK] to complete printer setting.

¥ We recommend you to set Cash Drawer with the same as the above procedure.




